.
SHNNY Model : MCU203NC2

Product Overview

TAuWWALauasnoanidu MCU203NC2 tdHaoa LED sla

i MRI6 12 Than Adowna 3 3ad Judu 2 MIautumsiiLaeao

AUAUNISHIVIUGIY Microcontroller 8 bit aWISAEVOIUTARD

(L]

'y

91nUu Function Test AdDIAZDIA:9IN Remote Testing
donasudiuHinwaaINwaadn ABS UL94 V-0 Aauisanu
Axwdauldgvua:nudamsns:unnuaninrssamsiansauldluagiod
ta:aanao oM UHAVEIURBAIE:SDVSULUALODS WAODINUWUIHEAN
Electro-Galvanized HUN 1 UU. WULa:lAdauUdDes:uU Epoxy powder

Coated and Stove Enamel Usvfiumsifiaatuvavlan:Idiluseod

©eCeEM O

v
=

Technical Specifications

Features

Mode of Operation Non-Maintained
Input Voltage 220 VAC/50Hz +10% * Haoo LED qumstﬁmuﬁm:munh 50,000 #oluv
Output Voltage 12vDC « Ussuuataasuuudaludd TaensAauAuLsoduLa:ns:uaTWWA
LED Lamp Power 3w/Bulb Constant Voltage & Limit Current
COKN TRTRETEIR P00k 250K « HusUavAumsuisonuataasiiuduaiHarizitualaadtionIsudL
getled Brsinncie adoes « JvosUauAUMSIBLUALaEDUHLAUSRIWWA Mtiaguualaaiend
Battery Type/Size Sealed Lead-Acid Maintained Free &
uudu
12V13Ah il s — = - R TSy
« JvdsUavAulwan WhalfiaANUAOUAGUDVS:UUIIEMAVHAN
Protections -ACDCFuse. - : e 5 P el
Ralwaniuygao 140-160VAC dalASava:doviudaluddis
- Battery Low Voltage Cut-Off . o0
) USVa10QNLaUNUR
- Surge Protection

Testing Systems

- Automatic Testing

- Manual Testing or Remote Testing

awnsanaaaumsritoiuldaaiesiunaaulnsa (Remote Testing)
OWoridunsnadaunsrioudaluld (Automatic Testing System)

- nad@auus: 11dauU nna Suf 119a1 12.00-1230 u.

Charging Mode ConstantVoltage & Limit Current

Charging Current 130mA. - na@auus=31 6 1dau Naa SUA 1 a1 12.00-13.00 u.
Charging Time 10-15 Hrs.

Backup Time 20Hrs.

Electro-galvanized steel sheet Tmm. thick

FRONT VIEW SIDEVIEW L

Dimensions (LxWxH) 250 x 80 x 230 mm. = ] ’
Weight 2.00 Kg. ==L
IP Rating 20 g & o
a x
g .
| = al
lo
Indicators = =
AC.  Champe®il Bottery  Fail LED AC. » uacvamuEWiduAEY BACK VIEW SRR
O o O O LED Chargel/Full » Ua00a0ILMSISoULOIODS
S ms 19 min 60 man LED Battery » UA0OEIVSHAUNSOGLIUOLODS
O' O Q LED Fail 9 uannamu:n)1uﬁnunﬁunoﬁzln§'aa
SR LED 5 sec » UA0VAMUEMSNOABUAIASIY 5 Ui
@ e D 6 LED 30 mins » UAOVAMUEMSHOSIUaNASaY 30 Wi s — = — 1l
; o
LED 60 mins » ULE0VANTILEMSNOSDUGASEY 60 Wi = 8
Switch OnfOff  » 13 0a/0n HasalwlurustiiGEoUUANTW)
Switch Test » WN0ADUANIUWEBLUAVANAEDY (UREWILIGL)
IR recelver » GDoSUdrUNITUSUW IS 0
Dimmer » Juusus=dunaoaino (lawisgu HZ)
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SUNNY

LIGHT FOR LIFE

Self-Contained Emergency Light Luminaires

Model : MCU203NC5

'y
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Technical Specifications

Mode of Operation
Input Voltage
Output Voltage
LED Lamp Power
Color Temperature
Rated Beam Angle
Battery Type/Size

Protections

Testing Systems

Charging Mode
Charging Current
Charging Time
Backup Time
Housing

Dimensions (LxWxH)
Weight
IP Rating

Non-Maintained

220 VAC/50Hz +10%

12vDC

3W/Bulb

6,000k + 250k

50Deg

Sealed Lead-Acid Maintained Free
12V29Ah

-ACDCFuse.

- Battery Low Voltage Cut-Off

- Surge Protection

- Automatic Testing

- Manual Testing or Remote Testing
Constant Voltage & Limit Current
290mA.

10-15 Hrs.

5.0 Hrs.

PlasticABS UL94 V-0 and
Electro-galvanized steel sheet Tmm. thick
250 x 80 x 230 mm.

260 Kg.

20

Indicators

O O O O
O O O 0

-

@ « (O

LED AC.

sacanu:tmiuasao

LED Charge/Full » usovanmu:msuiSonunons
LED Battery v UAnIEIISAUNSOGLIUOIODE

LED Fail » HAQYANIUANUANUNGUDOTNASDY

LED 5 sec » UADVAMUMSNOFBUGNAZDY 5 TR

LED 30 mins » UEGVANIUMSNOABUGNAZDD 30 LA

LED 60 mins » UAnUARIUMISNOABUGIAEDY 60 U
Switch OnfOff  » 1 W00/Un HasalwWlurElItGEsUUANTW)
Switch Test » HNOEDUATILWEDLLBUGIAEDY (UrusIWILGU)
IR recelver » HEOSUSUNATUELWISO

Dimmer » uuSus:duuavaing (awigu HZ)

Product Overview

TAuWWALaua310andu MCU203NCS tWHaoa LED ula
MRI6 12 Taanl Aduwa 3 3ad Jwusu 2 MIALUMSIHLEVaI
AUAUNISHIVIUGIY Microcontroller 8 bit aWISAEVOIUTARD
91nUu Function Test AdDIAZDIA:9IN Remote Testing
donasudiuHinwaaINwaadn ABS UL94 V-0 Aauisanu
Axwdauldgvua:nudamsns:unnuaninrssamsiansauldluagiod
ta:aanao oM UHAVEIURBAIE:SDVSULUALODS WAODINUWUIHEAN
Electro-Galvanized HUN 1 UU. WULa:lAdauUdDes:uU Epoxy powder

Coated and Stove Enamel Usvfiumsifiaatuvavlan:Idiluseod

Features

+ Haoa LED dao1gmistduiufenouiundi 50,000 $2Tuo

Us=auuaiaaduuusaluldd lasmisnuAuisoduUlans:ualwi

Constant Voltage & Limit Current

soosillavriumsyisouuaiaasifuduaHarintituataaitionsuiy

200sUaoAUMSIBILUALOD3DUHUAUSIWWA M 1EUUALaDZe1D
&

wuudu

s00stlavruiwan WatfioANuAaUnGuavs:uUTIBFIEOHAN

falwaniuyao 140-160VAC (htA3009:d001uSaTuan

uavainognLaunun

« awisanaaaumsniioulacoesiunaaulnsa (Remote Testing)

« DWoridumsnaaaumsioiudalulid (Automatic Testing System)

- nod@auus:$ 112U nna 3uf 119a1 12.00-1230 u.

- no@auus:3 6 1dau Naa SUf 1 1a 12.00-13.00 u.

Dimensions (mm)

ERONT VIEW SIDE VIEW L
E gl | - ————
@
T el I
i |
| ol
|- o)
o
L250 wao
BACK VIEW SIDE VIEW R
8 of B
x -
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SUNNY

LIBHT FOR LIFE

Self-Contained Emergency Light Luminaires

Model : MCU203NC8

dinn

DO CEM O B,

Technical Specifications

Mode of Operation
Input Voltage
Output Voltage
LED Lamp Power
Color Temperature
Rated Beam Angle
Battery Type/Size

Protections

Testing Systems

Charging Mode
Charging Current
Charging Time
Backup Time

Housing

Dimensions (LxWxH)
Weight
|P Rating

Non-Maintained

220 VAC/50Hz +10%

12vDC

3wW/Bulb

6,000k + 250k

50Deg

Sealed Lead-Acid Maintained Free
12V5Ah

-ACDCFuse.

- Battery Low Voltage Cut-Off

- Surge Protection

- Automatic Testing

- Manual Testing or Remote Testing
Constant Voltage & Limit Current
500mA.

10-15Hrs.

8.0 Hrs.

Plastic ABS UL94 V-0 and
Electro-galvanized steel sheet Tmm. thick
250 x 80 x 230 mm.

3.20Kg.

20

Indicators

f AL Chegeul  Battery
O O O
5100 30 e 40 mim

O O

LED AC. » uacamUEIWIINASe0

LED Charge/Full » nagvamu:MsISIUnIODS

LED Battery  » uacotivs:dUisaduuunioas

LED Fall » UEQUANILANUAGUAGUDIIAEDY
LED 5 sec » UACOAMILMSNOS0UGIAZEDY § U
LED30mins  » UaQUamU:mMsnadaudinias 30 uii
LED 60 mins » UACOANIUENSNOADUGIASDY 60 Wi
Switch On/Off  » 1§ 100/U0 Haoalw(urulUlGISBUUANTW)
Switch Test » HinoasunruwauusotnnEoo (uruiwildu)
IR receiver » Haosudrunnusuwiso

Dimmer » UuuSus:unasaing (lawesu HZ)

Product Overview

TauwWhuavaitogndu MCU203NC8 tWHaoa LED vla

MRI6 12 Toan fAidowna 3 3ad Juou 2 Kalautumsifuaeasio

AUAUNISHIVIUGIY Microcontroller 8 bit @UISOFVOIUTARY

01nl'J‘U Function Test ﬁﬁ:mﬁaaua:mn Remote Testing

dhndavduntWanInwanadn ABS UL94 V-0 Aanuisanu

AWSauldgoua:nucdamsns:unnuaninssamsnansouldluagiod

Wa:tHNdoVAUHEVEIURTONE:SDISULUALCDS WAADINLHUIKEA

Electro-Galvanized HUN 1 UU. Wula:tAdoudoes:uu Epoxy powder

Coated and Stove Enamel UavAumsiiaatuuavlar:Idiluseod

Features

Haoa LED DJoigmsidviufenouiundt 50,000 Go1uw
Us=auuaiaaduuusaluldd@ TasmsnuAuisoduUIans:ualwi
Constant Voltage & Limit Current
suaslaviumsuisouualaasifuduaiHaritFlualaasiianIsuay
200sUa0AUMSIBILUaLOa3DUHUAUSRIWWA MIF1EUUaLaDZe1D
wudu

soostlaoruiwan WatfioAnuAaUnGuavs:uUTI8REOHAN
LROIWantuEIY 140-160VAC (HLA3DVd:d00USaTUET
uavaiioanlaunun

awnsanaaaunmsritviulaaiesiunaaulnsa (Remote Testing)
OWofigunsnaaaunisrioudalul@ (Automatic Testing System)

- nod@auus:$ 11dau nna 3uf 1 19a1 12.00-1230 u.

- no@auus:31 6 1dau Naa SUf 1 1a1 12.00-13.00 u.

Dimensions (mm)

FRONT VIEW

SIDE VIEW L

2 gl
i o
- ! I
]
Lzs0 weo
BACK VIEW SIDE VIEW R
8 of B
x - o
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SUNNY

LIGHT FOR LIFE

Self-Contained Emergency Light Luminaires

Model : MCU206NC3

1

D P CEM D

Technical Specifications

Mode of Operation
Input Voltage
Output Voltage
LED Lamp Power

Color Temperature

Rated Beam Angle
Battery Type/Size

Protections

Testing Systems

Charging Mode
Charging Current
Charging Time
Backup Time

Housing

Dimensions (LxWxH)

Weight
IPRating

Non-Maintained

220VAC/50Hz +10%

12vDC

6W /Bulb

6,000k + 250k

3,000k + 250k

50Deg

Sealed Lead-Acid Maintained Free
12V 289Ah

- ACDC Fuse.

- Battery Low Voltage Cut-Off

- Surge Protection

- Automatic Testing

- Manual Testing or Remote Testing
Constant Voltage & Limit Current
290mA.

10-15Hrs.

3.0Hrs.

Plastic ABS UL94 V-0 and
Electro-galvanized steel sheet Tmm.thick
250 x 80X 230 mm.

260Kg.

20

Indicators

i

L

AL ChorgeFull  Bottary

O O O
O O O

IR g

© = (J

-
g

1010 O

LED AC. » uacaTLEIWITIASDY

LED Charge/Full » ranoaMLEMsHISIUUOI0DE

LED Battery » U300HI0SAUNSIALILNOES

LED Fail » UACUATILEATUROUNGUOASY
LED 5 sec » uACVAMLEMSNoaoUANASa0 5 SUIA

LED 30 mins » uacoAMLEMsnodudnAEa 30 Wi

LED 60 mins » BAGRAMLEMISNoAaUdNASaY B0 WA
Switch On/OH  » 1 100/00 HasalwluruIUTGFoUUAnTW)

Switch Test » HinoaouRMUWSBLLDATIAEDY (UrUWILGY)
IR receiver » U205UArINNUBUWISO
Dimmer » UuUSUs:GURA0aI0 (lawWisu HZ)

Product Overview

Tauwwhuaoaiiognldu MCU206NC3 tdHaoa LED sla
MRI6 12 Than Amaownia 6 3ad J1udu 2 HlAuuMSiHLEYas o
AUAUATISHIVIUGIY Microcontroller 8 bit aWUISDFVOIUTARD
9nlu Function Test AdIASD0A:9IN Remote Testing
dhnaouduRiWaGINWaaan ABS UL94 V-0 Aauisanu
Awsauldgola:nudamsns:unnuaninrssansnansauldiluagiod
ta=cHndoudUHaVEIURSaLa:SPISULULODE WAODINLWUIHEN
Electro-Galvanized Hu1 1 LU, Wula:lAdaUGI8s:UU Epoxy powder

Coated and Stove Enamel Uavfiumsinaatuvaolan:Idilusgod

Features

+ Hasa LED Ja1gnistviufeniuiunil 50,000 $3luo

« Usspuualaasuuudaludd TaemsnsuAuisoduLa:ns:ualwiwi
Constant Voltage & Limit Current

« svostavAumsusouuataasiuduaHqrizitualaadiianisudu

+ 2vosUpoAuMSsIBLUaIa3DURUAUSRTWWA Mt gLUaLaa3e1d
uudu

« JvosUavAulwan LhaifiandwAaUnGUavS:UUIEra0HaN
LAQIWaNTUEIY 140-160VAC (HLA3DVD:F00USATUIET
uavaitognidunuf

« @wnsanaaaumsnioulaalesiunaaulnsa (Remote Testing)

« DWorRdumsnagaunsrioiuaaluld (Automatic Testing System)
- nodauuss 11dau nna Suf 1 1Da1 12.00-1230 U,

- nodauus: 6 LdU Nna 3Uf 1 19a1 12.00-13.00 u.

Dimensions (mm)

SIDEVIEW L

£

ERONT VIEW

ﬁ' E! &
< x
2]
L] )
o (@
L250 T We
BACK VIEW SIDEVIEW R
8 o [&
= - &
f L]
187 ]
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SUNNY

LIGHT FOR LIFE

Self-Contained Emergency Light Luminaires

Model : MCU206NC5

1

@PCEM @I @A

Technical Specifications

Mode of Operation
Input Voltage
Output Voltage
LED Lamp Power

Color Temperature

Rated Beam Angle
Battery Type/Size

Protections

Testing Systems

Charging Mode
Charging Current
Charging Time
Backup Time

Housing

Dimensions (LxWxH)

Weight
IPRating

Indicators

Non-Maintained

220VAC/50Hz +10%

12vDC

6W /Bulb

6,000k + 250k

3,000k + 250k

50Deg

Sealed Lead-Acid Maintained Free
12V 5Ah

- ACDC Fuse.

- Battery Low Voltage Cut-Off

- Surge Protection

- Automatic Testing

- Manual Testing or Remote Testing
Constant Voltage & Limit Current
500mA.

10-15Hrs.

5.0 Hrs.

Plastic ABS UL94 V-0 and

Electro-galvanized steel sheet Tmm. thick

250 x80x 230 mm.

320Kg.
20

naovamu:IwWiiningao

LED AC. >

LED Charge/Full » HACAMLENISEISHNUAINDS

LED Battery » UaodIvsdLLSOGUIUOIODE

LED Fail » dAcRAMUEAUACURAUDIGIASDY
LED 5 sec » LACHAMILENISNOADUEIAZDY 5 SUTA
LED 30 mins » LACOAMILESNOSDUGIASDY 30 WA
LED 60 mins » HACYAMLEMSNOaDUAED0 60 L
Swilch On/Off  » 1 10O/T0 HadaIWIURUEILIGIASUUANIW)
Switch Test » HinoasuATUWSaLLDUTIREDY (UnETWILEY)
IR receiver » HDOSUATUANTUSUWISO

Dimmer » UUUSUS:GUIAATID (lawksu HZ)

Product Overview

TAUTWWILEvad1vantdu MCU206NCS tWHaoa LED slia
MRI6 12 T2an Mdowna 6 Jad J1udu 2 HITlAUIUNISTALEVEI
AUAUMSTUGIE Microcontroller 8 bit FWISOEVUTARD
9 nlu Function Test AHIAZDOUE:0IN Remote Testing
thnaoudurthwaamnwatadn ABS UL94 V-0 Aawnsanu
Axusauldgolaznucdamsns:=unntaninrssamisiansauldiluagiod
ua:hnaouMuHAVEIUARSAIA:SDVSULUALODS WAODIAIWWUIHEN
Electro-Galvanized HU1 1 UU. Wula:lAdauddes:uu Epoxy powder

Coated and Stove Enamel Uavfiunmisifiaaduvaolan:laiduasnod

Features

+ Haoa LED Oa1gnmstiviufeniuiunii 50,000 §o1Uo

« Usspuualaaduuusaluldd TaemsAduAUISOAaULA:NS:UEATWEN

Constant Voltage & Limit Current

« 2vastpoiumsusonuamadiiuduaniHgritRuuaiesiAanIsuay

« Juostipofiumstduuainasouruaus:IWlA rhtionguualaasend

&
uiuuu

JvosiavAulwan WatianuRaUNGUDVS:UUTIEF&0HAN

1falWaniugav 140-160VAC calA3D0d:d00udaluliGin
Va3 NLEURURA

« awisanadaumsmiviulaalesiunmnauinsa (Remote Testing)

« DWuAdunNIsSNodaumMsHIUBaludE (Automatic Testing System)
- no@auus:31 11dau nAa SUA 1 1Dan 12.00-12.30 U,

- na@uus:91 6 1dauU NAa 3UA 1 1a1 1200-13.00 U,

Dimensions (mm)

FRONT VIEW SIDEVIEW L
ﬁl E D_ -
= x
Y
{ ] I
o
L250 Twe
BACK VIEW SIDEVIEW R
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® Self-Contained Emergency Light Luminaires

SUNNY

LIGHT FOR LIFE

Model : MCU209NC2

i

Technical Specifications

Mode of Operation Non-Maintained

Input Voltage 220VAC/50Hz +10%

Output Voltage 12vDC

LED Lamp Power 9w /Bulb

Color Temperature 6,000k + 250k
3,000k + 250k

Rated Beam Angle 50Deg

Battery Type/Size Sealed Lead-Acid Maintained Free
12V 289Ah

Protections - ACDCFuse.
- Battery Low Voltage Cut-Off
- Surge Protection

Testing Systems - Automatic Testing

Charging Mode
Charging Current
Charging Time
Backup Time

Housing

Dimensions (LxWxH)

Weight
IPRating

- Manual Testing or Remote Testing
Constant Voltage & Limit Current

290mA.

10-15 Hrs.

20Hrs.

Plastic ABS UL94 V-0 and
Electro-galvanized steel sheet Tmm. thick
250 x 80X 220 mm.

260Kg.

20

Indicators

Product Overview

TaulwWhravaitoanidu MCU209NC2 WHaaa LED sda
MR16 12 Toan fMdowia 9 3ad J1udu 2 FlALtUMStHLEVaino
AUAUNISHINIUGIY Microcontroller 8 bit aUISnEVOIUTERD
9nUu Function Test AdDIASaVLA:0IN Remote Testing
fhnaaudurthHaanwaadn ABS UL94 V-0 Aauisanu
Axwsauldgoua:nudamsns:unauanfnrsamsiansauldiluagiod
ua:hnaouuHAVEIURTaIA:SDISULUALODS WAADINIHUIHER
Electro-Galvanized HUT 1 UL, Wulla:lAZoudles:uu Epoxy powder

Coated and Stove Enamel Usvriunmsiiiaaduuaolan:lididuaenod

Features

Haoa LED Oa1gmstdviufignauundi 50,000 82luo
Us=auuataa3uuusaludd TasmsnuAuisoduLa:ns:ualww
Constant Voltage & Limit Current
svostipuiumsuisonuaiaadifuduaHgitiiualaasiiansuiy
209s5U20AUMSIBUUALO23UHUAUSRIWWA Mt gILUaIaa3ed
gy

svaslavAulwan atfianuAaunduavs:uUSIefdoHaN
IRaIWaniuyv 140-160VAC (DIAZDVD:E0uUSaTUGH
uaoasvantaunui

anuisnnaaaumisrinoiulddiesiunaaulnsa (Remote Testing)
OWoridunisnaaaunisioiuaaluld (Automatic Testing System)
- na@suus: 118U nNRa SUi 11031 12.00-1230 u.

- na@uus:3 6 1@aU NNA 3Uf 1 1al 1200-13.00 u.

(M Cooptin  Bottewy Fail] LEDAC. » H@cOAMUEIWIGUAS0
o O O O LED ChargelFull » tanoamu=msisouuaiaes
S 0mini €O mini LED Battery » LACOHIOS:AULSOGUIUOIODE
O O O g LED Fail - uancammmauﬁnunﬁuaoﬁ:méaa
o = LED 5 sec » GACOAMILEMSNOSoUANAZE0 5 SUIA
@ s D 6 LED 30 mins » UEOVANLENISIOADUASE0 30 LI
= - LED 60 mins » LACOAMLEMSNOaoUiASa 60 Ui
Switch OnjOff  » 10 100/00 Haoalwlunu:IIGEsuudntw)
Switch Test » HnOASUANUWSBLLDAGNASDY (UrUWILEU)
IR receiver » HDOSUSTURUBUWILST
Dimmer » Uuusus:duuacaing (lawsu HZ)

Dimensions (mm)
FRONT VIEW SIDEVIEWL
._I 1
gl iy | ==
: e A
|2l
o @
L250 W
BACK VIEW SIDEVIEWR
2 = L —— .
T . z
9
197 WEeD
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SUNNY

LIGHT FOR LIFE

Self-Contained Emergency Light Luminaires

Model : MCU209NC3

1

@ e e

Dl Bk

Technical Specifications

Product Overview

TauwWhuavaitoandu MCU209NC3 WHaaa LED vla
MRI6 12 Toan fidowna 93 ad J3udu 2 FTALIUMSIHLAVEI
AUAUNISHIVIUGIY Microcontroller 8 bit aWISNEVVITARD
91nUu Function Test AdIASDVIA:9IN Remote Testing
MndpudUHINWENINWaadn ABS UL94 V-0 Aauisanu
Axwsauldgoua:nudamsns:unauanindsamsiansouldiluagiod
uazthnaauduHavEIUATaIa:SDISULUALODS WAADINWHUIHEN
Electro-Galvanized HUN 1 LU, WUlla:lAdouUdles:uu Epoxy powder

Coated and Stove Enamel UsvAumsifiaaiuvovlan:Iailuse1od

Mode of Operation

Non-Maintained

Input Voltage 220 VAC/50Hz +10%

Output Voltage 12vDC

LED Lamp Power 9W/Bulb

Color Temperature 6,000k + 250k
3,000k * 250k

Rated Beam Angle 50Deg

Battery Type/Size Sealed Lead-Acid Maintained Free
12V 5Ah

Protections - ACDCFuse.

Testing Systems

- Battery Low Voltage Cut-Off
- Surge Protection
- Automatic Testing

- Manual Testing or Remote Testing

Charging Mode Constant Voltage & Limit Current
Charging Current 500mA.

Charging Time 10-15 Hrs.

Backup Time 30HTrs.

Housing Plastic ABS UL94 V-0 and

Dimensions (LXWxH)

Weight
IP Rating

Electro-galvanized steel sheet Tmm. thick
250 x 80 x 230 mm.

320Kg.
20

Indicators

((ac  owoewil Bamwy  Fal| LEDAC. » uaouaNUWINAS2Y
O O O O LED Charge/Full » 1800amu:=mstéouumans
et L LED Battary » BAOVEIVSOUNSOGLILLOLIODS
O O Q LED Fail » UAOUAMUEANUAOUNAUDOANASDY
heacsy < LED 5 sec » UAOVAMUEMSNOAUANASDO 5 S
@ N D 6 LED 30 mins » uAOVAMUMSNOoUGNASaY 30 LA
2 > LED 60 mins » HACVAMUMSHOIUANASaY 6O LA
Switch On/OfT  » 10 100/D0 HaoalwluruLTG SouUdniv)
Switch Test » nodsuAUWSaULROGIASDY (UEusIWiaL)
IR receiver »  UDOSUSTURIUBUWISE
Dimmer » Cuudus:dunasaing lawisgu HZ)

Features

Constant Voltage & Limit Current

2
uuuu

Hapa LED Jongnmistdviufensuiunii 50,000 §51uo

Ussauualaasuuusaluldd lagmsAuAuisoGuUIans:LaTWWA

svostioonunistsouuainasiAuduasgrizuuainasiianisuoy

svastauAumsidiuataadouHuaUs:IWWA rftiarguualaadsand

svostovAuiwan toiiaANURAUAGUDVS:UUEMI&HAN

IAQIWaNTULIY 140-160VAC (H1ASD0d:E0 0USATULIGTH

UavasvanLaunun

awisanaaaumsroulacoesiunnaulnsa (Remote Testing)

dworAgumMsnadaumsriousalulid (Automatic Testing System)

- na@auus:51 1 1ddU nna 3uA 1 a1 1200-1230 u.

- naaauUs:$1 6 1d@du NAa SUA 1 1a1 12.00-13.00 u.

Dimensions (mm)

ERONT VIEW

SIDE VIEW L
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™ 2 (-]

z o 3
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Self-Contained Emergency Light Luminaires

SUNNY

LIGHT FOR LIFE

Model : MCU209NC5

1

PR

@ CEM @ B

Product Overview

TAuTWLavasoantdu MCU209NCS t§Haaa LED ulia
MRI6 12 Darl AidownAa 9 Jad oy 2 FIAutunstHuavain
AIUAUMSHIUGIE Microcontroller 8 bit @WSOFVOUTERD
9nlu Function Test AdDIASD0UA0IN Remote Testing
dondovdiuHinwaaonwanadn ABS UL94 V-0 Aauisanu
A udauldgoua:nudanisns:unnuanintsamsiansauldiluagnod
1a:(INEDVNUHAVEIUAGAUA:SDVSULUALODS WAODINWHUIHEN
Electro-Galvanized HUT 1 UL. Wulla:lAdauddes:uU Epoxy powder

Coated and Stove Enamel UavAunmisifioaduvovlan:Iailuaenod

Technical Specifications

Mode of Operation
Input Voltage
Output Voitage
LED Lamp Power
Color Temperature

Rated Beam Angle
Battery Type/Size

Protections

Testing Systems

Charging Mode
Charging Current
Charging Time
Backup Time

Housing

Dimensions (LxWxH)

Weight
IPRating

Non-Maintained

220VAC/50Hz £10%

12vDC

9W/Bulb

6,000k * 250k

3,000k * 250k

50Deg

Sealed Lead-Acid Maintained Free
12v7Aah

- AC,DC Fuse.

- Battery Low Voltage Cut-Off

- Surge Protection

- Automatic Testing

- Manual Testing or Remote Testing
Constant Voltage & Limit Current
700mA.

10-15 Hrs.

5.0Hrs.

Plastic ABS UL94 V-0 and
Electro-galvanized steel sheet Tmm. thick
250 x BO X 230 mm.

360Kg.

20

Indicators

LED AC.

» uanoamUIWdNAEDY

Features

Constant Voltage & Limit Current

.

X
uluuu

Haoa LED Jongmstdviufenouiund 50,000 §51uo

Us:auuaiaa3uuusaluldd lagnisAluAuIsoaUIaNS:uaTwwh

suslavAumsuisauuataastiuduaiHgritAtuaLaasianIsuL

svasUauAumstiuualaasouHUaUs:RIWWA Mitfanguualaasend

y0osUpoAuiwan LalfiaAUFAOUNGUDVS:UUTIBFIEOHEN

[FAQIWANTULDO 140-160VAC ¢LAED0D:E00USOTULGTHHN

uavasiiognlaunun

auisanaaaumsnioiulacoesiunaaulnsa (Remote Testing)

OwWoftumsnaaaunsriousalulé (Automatic Testing System)

- no@auus:d1 1 1dau nAa UA 119a1 12.00-1230 U.

- naa@suus:91 6 LEdU NNa 3UA 1 1bal 12.00-13.00 u.

FRONT VIEW

Dimensions (mm)

SIDE VIEW L

El

LED Charge/Full »
LED Battery >

LED Fail >
LED 5 sec »
LED 30 mins >
LED 60 mins >
Switch On/Off 13
Switch Test >
IR recalver »
Dimmer >
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FEMY Model : MCU212NC2

Product Overview

TAuIwWWhLavasvantdu MCU212NC2 t§Haoa LED sla

‘ i' MR16 12 Toan Mmdowaa 12 3ad d91udu 2 HIlAUtUNSIRLAVa310

ASUALMSHVUGDE Microcontroller 8 bit @a1W1SEIVUTGRY

1

9nUL Function Test AdalAZpVLA:-0N Remote Testing

donapvdnuHinWaaINWaadn ABS UL94 V-0 Aawisanu

& £ T ; il = e

r' A IWSaUIGFoua:nudamsns:zuNnLanHEnHSanisAansaulalduasiod
ta:thN&avd UKV URBOLA:SDISULUALODS HAADINUKHULKSA
Electro-Galvanized HU1 1 UU. Wul&:lAdUGdes:UU Epoxy powder

Coated and Stove Enamel Uaviiunisinaatuvavlan:idillunenod

Technical Specifications

DPCEM @! @A

Mode of Operation Non-Maintained Features
Input Voltage 220 VAC /50Hz +10% i .
* Haoa LED Jo1gmsidviunenduiundl 50,000 331U
Output Voltage 12vDC L
« Us=puualaasuuusaiuda TagnsAduAULSOaUILa:nS:ualwin
LED Lamp Power 12w/ Bulb 3 i
Color Temperature 6,000k + 250k Constant Voltage & Limit Current
3,000k + 250k » JvostiaoiumsmsonuaaadiiuduaiHgritiuuaiaadiAanisusy
Rated Beam Angle 50Deg « 200s5Up0AUMSIELUALODEDURLAUS:RIWE HTHIgLUALOD3END
Battery Type/Size Sealed Lead-Acid Maintained Free wudu
12V 5Ah « JvasUouAulwan IoIAaANUAAUAGUDVS:UUTIEFNE0HEN
Protections - ACDCFuse. IialWaniuyav 140-160VAC ChLAS20d:d00usalulans
- Battery Low Voltage Cut-Off uavaswgniaunun
- Surge Protection « Fwisnnaasumshiioiulddiesiunnaulnsa (Remote Testing)
Testing Systems - Automatic Testing

- Manual Testing or Remote Testing

Switch OOt » 16 100/0a Hasalw(unuUIdISsUUSTTW)

WoAguNsnadaumMsiuILSaluda (Automatic Testing System)

- na@suus: 11ddU Nna Sui 1 1an 1200-12.30 U,

Charging Mode Constant Voltage & Limit Current 4 o .
- nadouds:v1 6 LOaU N9 Jun 1 12al 1200-13.00 u.
Charging Current S500mA.
Charging Time 10-15 Hrs.
Backup Time 20Hrs. Dimensions (mml
Housing Plastic ABS UL9L V-0 and
{ 4 ERONT VIEW SIDE VIEW L
Electro-galvanized steel sheet Tmm. thick y 1 _EW i
Dimensions (LxWxH) 250 x80x% 230 mm. . I ‘
Weight 320Kg. Tk
5 | ==
IPRating 20 z § i
. | |
]
Indicators - (S
A Ooperd Doty Tl LED AC. » UAOvEMUEIWITIAEDD BACK VIEW SIDEVIEWR
() O (O ()| LEDChargefFull » tacsanu:msmsouuaaos e =
Swc  0omim eomim LED Battery » 1AOOUEIOS:AUNSIGUIUOIODE ==
O O o LED Fall » laovamuANUAGUNGuaOGIAZD0 E —
ol = LED 5 sec » laovamu:Msnodaudinion 5 LA ==
i @ Test D o LED 30 mins » HAGVANLENSNOADUGNAEDO 30 LI 2 - - = i
e LED 60 mins » LAQVAMUEMSNOADUTIAZD BO LA B 3

Switch Test » HinoasuRMUWSaUUDOTNAZEY (UrudwiLdu)
IR receiver » BooSudrundinuduwiso ol
Dimmer » Uuusus:dunacaing (lawsu HZ) |

187 T weo
L 250



® Self-Contained Emergency Light Luminaires
SUNNY Model : MCU212NC3

: \ _ Product Overview
I

' ":‘3"‘ TALTWWALaYaIvantdu MCU212NC3 tHaaa LED uia

‘ i' MR16 12 Toan Mmdowaa 12 3ad d91udu 2 HIlAUtUNSIRLAVa310

ASUALMSHVUGDE Microcontroller 8 bit @a1W1SEIVUTGRY

1

9nUL Function Test AdalAZpVLA:-0N Remote Testing

donapvdnuHinWaaINWaadn ABS UL94 V-0 Aawisanu

ﬁ' AwSauldguuaznudamsns:unnuaninHsamsAansauldiiusenod
1a=CINEDVAUHAVAIUNBANA:SBVSULUALODS WAODINUWULHER

Electro-Galvanized HU1 1 UU. Wul&:lAdUGdes:UU Epoxy powder

@ ([) CERN i} 2 @ Al Coated and Stove Enamel Unoriumsifiaativuavlanr:Ididuagnod

Technical Specifications
Mode of Operation Non-Maintained Features

Input Voltage 220 VAC /50Hz +10% i .
* Hapa LED Jongmsidviufenduiundl 50,000 331U
Output Voltage 12vDC ] 2
« Us=puualaasuuusaiuda TagnsAduAULSOaUILa:nS:ualwin
LED Lamp Power 12w/ Bulb 3 i
Color Temperature 6,000k + 250k Constant Voltage & Limit Current
3,000k + 250k « JvostavAumsusanuaaasiiuduaiHgritiuuaadiAansusy
Rated Beam Angle 50Deg « 200sUpVAUMSIELUALODEDURLAUS:RIWE HH1gLUALOD3END
Battery Type/Size Sealed Lead-Acid Maintained Free wudu
12V7Ah « JvaslouAulwan IpIAaANUAAUAGUDVS:UUTIEFNE0HEN
Protections - ACDCFuse. LIiaWaniuyav 140-160VAC ChLAS20d:d00Usalulaes
- Battery Low Voltage Cut-Off uavaswgniaunun
- Surge Protection « Fwisnnaasumshiioiulddiesiunnaulnsa (Remote Testing)
Testing Systems - Automatic Testing

WoAgunsnadauMsioIUSaluda (Automatic Testing System)

- Manual Testing or Remote Testing o > el
- nadouds:o 118U nng 3un 1 1han 12.00-12.30 u.

Charging Mode Constant Voltage & Limit Current Y ¥ —
- nadouds:v1 6 LGau Nn9 Jun 1 1al 1200-13.00 u.
Charging Current 700mA.
Charging Time 10-15Hrs.
Backup Time 30Hrs. Dimensions (mm]
Housing Plastic ABS UL94 V-0 and

Electro-galvanized steel sheet Tmm. thick S S

Dimensions (LxWxH) 250 x80x 230 mm. '
Weight 360 Ka.

o Untilt i 1
IP Rating 20 z

Indicators == W

AC | Chomeru Battery Fl | LEDAC. » HacvamuEwiiAsag BAGK VIEW

O O LED Charge/Full » 1300amMU:MISINSIUUOINDS

Swc 0 mim 80 min LED Battery » UACOUIOSALLSOGUIUOIOSE

O O O g LED Fall » HACOAMUATIUACURGUDIGIAEDY

S ov LED 5 sec » HAOXAMILEMSNOADUGIAZD § U
@ L D O LED 30 mins » UACDAMUEMSNOABUGNASDY 30 WA | —— - —
—_— ~" LED 60 mins » LACOAMUEMSNOADUIAED0 60 Ui %1 b - o §

Switch On/Off  » 1 100/00 Haoalw{uru=luldi Soudantw)
Switch Test » HinoasuRUWSauLDUTNASDY (UruIWiLdu)
IR receiver » Yaosudrunnmusuwiso .
Dimmer » Uuusus:dunacaine (lawksu HZ) O;
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